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TKD TOKYO KO-ON DENPA CO..LTD

Specifications
Model	 	 	 	2R6-A SERIES	 	 	 	 	CV21G SERIES	

	 2R6-A	 	 4R6-A	 	 2R12-A	 	 4R12-A	 	 CV21G-	 	 CV21G-	 	
	 	 	 	 	 	 	 	 	 2212R20	 	 4412R20
Number of Wafers 	 1 	 	 2	 	 2	 	 4	 	 2	 	 4	
Number of Poles(Ways)	 2	 	 4	 	 2	 	 4	 	 2	 	 4
Number of Contacts Per Pole	 	 6	 	 	 	 	 	 12
Contact Resistance	 	 	 	 <=5mΩ	 	 	 	 	 	 <=15mΩ
Contact Rating (Max.)	 	 	 	AC 100V 1A	 	 	 	 	AC 60V 0.1A	
Contact Material	 	 	 	 Solid Ag	 	 	 	 	 	 Au Plating
Indexing Angle	 	 	 	 	 	 30º
Changeover Timing	 	 	 	 	 	Non-Shorting
Insulating Material	 	 	 	 	 	 Phenol
Insulating Resintance (Contact : Frame)	 	 	 	>=100MΩ at DC 1,000V	 	       	>=100MΩ at DC 500V
Proof Voltage (Contact : Frame)	 	 	 	AC 1,000V		 	 	 	 	 AC 500V
Life (Cycles)	 	 	 	 >=30,000	 	 	 	 	 	 >=10,000

Numbering System

	 2	 R	 6	 -	 A
Number of Contacts for One Circuit

Type

Number of Circuits

Numbering System

CV21G	 -	 2	 2	 12	 R	 20	 M

Number of Poles

Number of Contact Per Pole

Length of Shaft (20mm Standard)

Types of Shaft	R:	Round
	 F:	Flat
	 S:	Slot

Switching Method	 M:	 Shorting
	 Blank:	 Non-Shorting

Type Number of Wafers

ROTARY SWITCHES

2R6-A  SERIES

CV21G  SERIES


